Single Wire Feeding
Coil Winding Machine

Spindle winding technology based on a layered winding by
rotation of the bobin.

The RWS offers a high speed automatic single wire feeding coil
winding machine with control of windows based PC lead to very
easy programmable for winding related components.

Main features:

e Moduler design

e Easy changing winding tools

e Automatic loading and unloading during

the winding cycle

e High performance servo motor

e Graphical user support via PC

e Wire Loosening feature, prevents the bending of the pins.
e Industrial PC and Monitor

e Language teaching ability

* Remote control via ethernet

e Safety CE compliant

Tek Tel Beslemeli
Bobin Sarma Makinesi

Eksen sarimi teknolojisi, bobinin rotasyonuyla
katmanli bir sarima dayanir.

RWS, sargili komponentler igin, Windows tabanli PC
kontroltyle gok kolay programlanabilir yiksek hizh
otomatik tek tel beslemeli bobin sarma makinesi
sunuvor.

Ana Ozellikler:

* Modiler tasarim

o Kolay Degisen kaliplar

e Sarma dongusl esnasinda otomatik

yukleme ve bosaltma

e Yiksek performansli servo motor

e PC Uzerinden grafik kullanici destegi

o Tel Gevseme 6zelligi, pimlerin bukilmesini onler.
e Endustriyel PC ve Monitor

o Dil 6gretimi yetenegi

e Ethernet lzerinden uzaktan kontrol

e Guvenlik CE uyumlu



CREMATO RWS-6

Options: Opsiyonlar:

e Pneumatic Wire cutter e Pinomatik tel kesici

e Wire twister e Tel buktcl

e Automatic loading and unloading e Otomatik yikleme ve bosaltma

e 2 wire feeding mechanism o Cift tel besleme mekanizmasi

¢ 3 wire feeding mechanism o Ug tel besleme mekanizmasi

¢ Taping mechanism for insulation o jzolasyon icin bantlama mekanizmasi

e Wire Stripper e Tel Siyirici

Technical Specifications Teknik Ozellikler

Eksen Sayisi 6

Windows AraylizlU

Number of Spindles 6
Windows interface X
Control System Kontrol Sistem

industrial PC Endustriyel PC

Controller CNC 4 Axles AC servo motor Kontrolor CNC 4 Agili AC servo motor
Winding Speed Max 15000 rpm Sarim Hizi Max 15000 rpm

Accelaration/Deceleration time: Min 1 second Accelaration/Deceleration time: Min 1 second

360° circle turn. 360° dairesel donis

Spindle Angle Eksen Agisi
Setting Unit: 0.2°/ 1° / 15°

Moving unit: 0.01mm

Ayarlama Unitesi: 0.2°/1° / 15°

Hareket Unitesi:0.01mm

X axle (front/back) 120mm X X acisi(On/Arka) 120mm
Nozzle Movement Nozzle Hareketi
Y axle (left/rigt) 160mm Y agisi(sol/sag) 160mm

Z agisi(yukari/asagl) 70mm

Eksen Siriicii Motor 3KW AC servo motor

Z axle (up/down) 70mm

Spindle Drive Motor 3KW AC servo motor

400W AC servo motor 400W AC servo motor

Nozzle Drive Motor Nozzle Siiriicii Motor

X, Y and Z axis

X, Y ve Z agllar

Max Pin Wrap Speed 150 Turns / min Max Pin Sarim Hizi 150 Tur / dak

Wire Size 0.02 —2mm Tel Capi 0.02 -2mm
Spindle Center Distance L00MM e Eksen Merkezi Mesafesi . 100MM e
Wire Twisting Length  Max300mm e el Bikim Uzunlugu  Max300mm
Wire Twisting Number 1,3,5,7...etc Tel Katlama Sayisi 1,3,5,7..vs

Wire Twisting Speed

Max 3000 rpm

Triple Phase 380V +/-10%

Power Supply

. 0. A
Power Consumption Max 5KVA

Air Pressure 6 Bar

Touch Screen 12 inch

Tel biikiim Hizi

Max 3000 rpm

Ug faz 380V +/-10%

Gii¢ Kaynagi
.V 4.1 S
Glig Tiiketimi Max 5KVA

Hava Basinci 6 Bar

Dokunmatik Ekran 12 inch
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